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FORWARD 

 The KMC VINE LIFTER is designed to be operated from the stationary drawbar of the     

tractor.  It can be operated from a lower lift arm drawbar if a stationary bar is not available.  The unit 

comes equipped with a hydraulic cylinder to raise and lower the cutter blade (this will require a set of 

remote hydraulic couplers on the tractor). When attaching to the stationary drawbar of the tractor, you 

should set the distance from the end of the tractor PTO to the center of the hitch pin hole at 14 inches.  

If your tractor has an option of a 540 or 1000 RPM PTO you should install the 540 shaft. 

INTRODUCTION:  

TO THE PURCHASER 

 This KMC VINE LIFTER has been carefully designed and manufactured to give years of 

dependable service.  In order to operate it  efficiently and maintain it properly, please read the          

instructions within this manual thoroughly. 

 Some components of this machine are labeled left or right.  The notations are determined by 

standing behind the implement and facing the direction of forward travel. 

 After reading this Operatorôs Manual, Please keep it for reference each season. 

 To insure procurement of the proper repair parts, please record your machineôs Model Number, 

Serial Number, and Purchase Date as shown below: 

Model No._______________________ 

 

Serial No.________________________ 

 

Purchase Date ___________________ 
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 All safety and operating procedures reviewed 

 All hardware checked for tightness 

 Hitch connection to implement information reviewed 

 Field adjustment procedures reviewed 

 Lubrication information reviewed 

 Machine fully lubricated 

 Warranty information reviewed 

PRE-OPERATIONAL CHECKLIST:  
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This safety alert symbol is used throughout this manual to identify safety messages.  

When you see this symbol, read the message which follows as it will advise you of  

possible injury. 

BEING SAFETY CONSCIOUS IS GOOD BUSINESS! 

SAFETY 

SYMBOL INFORMATION  

This symbol indicates an imminently hazardous situation that, if not 

avoided, will result in death or serious injury. 

This symbol indicates a potentially hazardous situation that, if not 

avoided, could result in death or serious injury.  It may also be used 

to alert against unsafe practices. 

This symbol indicates a potentially hazardous situation that, if not 

avoided, may result in minor or moderate injury.  It may also be 

used to alert against unsafe practices. 

REMEMBER  THINK SAFETY!  

Is used for instruction on operating, adjusting, or servicing a ma-

chine. 

(RED) 

(ORANGE) 

(YELLOW)  

(GREEN 

OR 

BLACK)  
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SAFETY DECALS 

The Safety decals that follow are associated with the implement covered in this ownerôs  manual.  They 

should be reviewed and associated with where they are applicable on the implement being   covered.  

EDGE SHARP 
HANDLE WITH GLOVES 

HEAT TREATED 

MOUNT REFLECTORS ON 
LEFT & RIGHT SIDE OF 
IMPLEMENT VISIBLE TO 
TRAFFIC BOTH WAYS 
WITH YELLOW TO LEFT 
FRONT AND RED TO 
LEFT & RIGHT REAR. 

 
DAMAGE TO TOP LINK MAY OCCUR  
 
REMOVE BOLT AND SPACER WHEN        
ATTACHING IN UPPER MAST POSITION.  
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RETAIL CUSTOMERS RESPONSIBILITY UNDER THE KMC WARRANTY:  

The retail customerôs responsibilities are: 
 

1. To read the Operatorôs Manual and operate the KMC VINE LIFTER  in accor-

dance with the instructions given in this manual. 

2. To inspect the KMC VINE LIFTER  daily, lubricate as specified and repair or 

replace parts as needed, especially when continued use would cause damage or 

excessive wear to other parts. 

3. To maintain and keep in place all safety shields, decals and devices. 

4. When warranty service is necessary, it is the customerôs responsibility to deliver 

the machine to the KMC dealer from which it was purchased.  Warranty repairs 

should be submitted to the dealer within thirty (30)  days of failure. 

5. Dealer travel to the machine or hauling the machine to his shop for the purpose 

of performing warranty service is not allowed under KMC warranty.  It is a cost 

to be paid for by the retail customer.  Any arrangement whereby the dealer 

agrees to absorb all or part of this cost is strictly between the dealer and the re-

tail customer. 

1. All persons operating this piece of equipment should READ the Ownerôs 

Manual.    

2. Do not permit anyone to ride on the machine at any time. 

 

  3. Before starting or operating the machine, make a walk-around inspection and 

check for obvious defects such as loose mounting bolts and damaged compo-

nents.  Correct any deficiencies before starting. (The equipment must be prop-

erly maintained and guarded and must be suitable to performing its task.) 

 

4. Keep all persons a safe distance away from all sides of the machine while it is 

in operation. 

SAFETY PROCEDURES: 

     Safety and performance are the primary  objec-

tives of the designers of KMC  equipment.  Safety 

features have been   incorporated into this machine 

where possible and warnings given in other areas.  

For your safety, PLEASE read and observe the 

following safety procedures. 
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5. Do not allow children to operate the KMC VINE LIFTER  .  Only              

experienced tractor operators should operate the tractor when   the KMC 

VINE LIFTER  is in use. 
 

6. Stay clear of hydraulic lines, as they maybe under extreme pressure or heat.  
 

7. Drive safely during transport; excessive speed while turning or on rough 

ground could cause damage to the KMC VINE LIFTER  and/or cause the 

tractor to tip over.  (Maximum speed of implement should never exceed 20 

mph on highway and 10 mph off-highway.) 
 

8. Make sure hitch components are attached securely before operating or   

transporting.  

 

9. Use flashing warning lights when on highways, except where prohibited by 

law. 

 

10. Disengage PTO, apply parking brake, and stop tractor engine before          

dismounting tractor. Allow mechanisms to stop completely before cleaning, 

working, or adjusting on machine.  Even when the tractor is stationary, you 

should make sure it is properly secured and made safe by following the     

Safe Stop procedure: 

1. Handbrake/Footbrake on 

2. Controls in neutral/park  

3. Engine off 

4. Key out  

 

11. Keep hands, feet and clothing away from moving parts.  
 

12. Make sure everyone is clear of machine before starting tractor or operating 

machine. 

 

13. Observe all safety decals located on machine.  Replace them if they become 

damaged. 

 

HIGH VOLTAGE SAFETY ACT  
  

Georgia Law requires that anyone operating equipment within 10 feet of an overhead high 

voltage line of more than 750 volts, must contact the Utilities Protection Center (UPC) by 

telephone at least 72 hours before commencing the work.  For more information call (811), 

toll free (1-800-282-7411) or visit on the web ñwww.gaupc.comò. Please contact your local 

power company about laws before operating near high voltage lines.  
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4 X 4 DIAMOND BAR  

5 X 5 SQUARE BAR  

 Throughout this manual we will be discussing various features and components of  the KMC 

VINE LIFTER .  References to various components for adjustments, settings, performance, and lubri-

cation are made.  The following chart will help you IDENTIFY  those  areas of discussion for better 

understanding and discussion with your dealer and representative as the need arises. 

KMC VINE LIFTER BASIC FEATURES  

ASSEMBLY SET-UP 

GENERAL:  


